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FUNCTION 1

Opening: 5 20ms
Closing:10 40ms

FUNCTION 2
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3/2 Way Direct Acting
N. C. Plunger Series

1
wal B MY va RN
OV \V4
7 23 23
AMBIENT TEMP. -15°C"~50°C (No Freezing) SEAL TEMP. <
Coil No. 72 | #3 | #on Coil No. | #2 | #3 | HoE
AC (VA) 6.9 8.0 5.3 N:NBR 5780
Final Temp. ‘C | 70.0| 60.0] 50.0 T.EPDM |~ -
DC (W) 6.0/ 6.8 5.2 VTR 10780 )y g~y45 | 71080
Final Temp. C_| 78.0| 73.0| 62.0 7-FFKM | —20°80 50780
SPECIFICATIONS Brass Body for Water, Air, Vacuum etc.
ORIFICE TWORKING PRESSURE 0~ bar
CODE | FIG. mm #2 \ #3 |  #2E
(PTPE) | No. [~ T SEAL | COIL FUNCTTON Cv | Torr
ody | tube 112 [ 112172

T [1.0 N | 45 | 6.5 8.0 5.5 0.03

04 (1%”) 2 [13] 12| | . [60]70[70]9.0[%8]5.5 [0.05
. 3 |16 y | # 40 5.5 3.5 0.09 10 °

06 (4”) 1 2.0 V1. s 3.5 7.0 0. 14

5 125102y [#E12120% 15179 0.81%° [0.18

TYPE INDICATION (O means standard)

TYPEH CODE
BT 04 (%)
06 (%”)

F1GJH SEAL ——EXH. ACCESSF——— COIL#

VOLTAGE

NO.

I~ [J:NBR [~ [J:NONE

—1 J:EPDM —F:PS FEMALE

—2 V:FKM C:ANTI-DUST

—3 Z:FFKM  —SILENT CAP

—4 P:%”PSMALE
5

0 :#2 — [J: STANDARD AC
3 : Bigger [~O0:NONE DC
E :EExmIIT4 [—D:LED
—G:%"NPT
Y:FLYING
LEADS

XEExmIIT4 Coil w/o LED Plug
XY:#2 Coil Only
X #2Y AC/DC50V up Coil w/o CE Mark

P The specifications are tested with NASS AC220V/50HZ and DC24V. We reserve the right to change the specification without notice.
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Examples

Example 1: BT06-1-J-D-AC220V
TYPE BT, %Pipe, Body Orifice 1.0mm, Tube Orifice 1.2 mm EPDM Seal,
Nass #2 Coil, LED Plug, AC220V
Example 2: BT04-4-V-3-DC24V
TYPE BT, %”Pipe, Body Orifice 2.0mm, Tube Orifice 1.5 mm, FKM Seal,
Nass #3 Coil, Standard Plug, DC24V
DIMENSTIONS/WEIGHT
Size:mm Net Weight:kg
TYPE W
L 5 | £3 \#ZE H C D M #2 | #3 | #2E
04 (%4") 0.201(0. 25/0. 52
06 (4”) 35 | 22 30 60 | 51 11| M3 0.18]0.23(0. 50
DIMENSIONED DRAWING OPTION ACCESSORY BRACKET
45
34.5
all hole 1
4. 5mm —
T v
OPTION ACCESSORY EXHAUST PARTS
F:PS Female
Port A
Ve" 19.0
Y 20.0

E-mail: sales@solenoid-valves. com
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