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Media: air – water – fuel - hydrogen - nitrogen 
Pressure range: 10 bar max 
Media temperature: 150° C max 
Ambient temperature: -20° to +60° C max 
Media viscosity: 40 centistokes max 
Mounting: vertical position 
Weight (including coil): 500 g 
Opening or closing time: 7 sec 
Body material: stainless steel 

SOLENOID VALVE 2/2 WAYS 
 

MOTOR 
PROPORTIONAL CONTROL 

 

0-10 Bar 
 

Model: ABVM-PR006 

 

TECHNICAL SPECIFICATIONS 

TYPE DN Kv L/min PRESSURE RANGE (bar) GASKET O’RING PORT 

ABVM-PR006 6 9.7 0-10 

FKM (F) 
NBR (N) 

EPDM (E) 
 

Option: PTFE (P) 

FKM (F) 
NBR (N) 

EPDM (E) 
 

Option: PTFE (P) 

1/8”G 
1/4”G 

 
Option: NPT 

VOLTAGE POWER PROTECTION INSULATION CLASS CABLE 

9-24vdc Movement 5 watts IP 67 Classe F 155°C 0.5 or 3 metres 

Input signal: 0-10 volt Output: PWM  
Red connect 9-24vDC (+ve) 

 
Black connect 9-24vDC and 0-10v (-ve) option 4-20mA 

 
Green connect position Input 0-10v (+ve) option 4-20mA 

 
Yellow connects LED light between (9-24v +ve) If LED ON = Error  

 
White connect position feedback OC output PWM signal  
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