
Product Datasheet 

Advanced Super Rapid Push-to-Connect Pneumatic Fittings 

Product Overview 

The Advanced Series push-to-connect fittings designed for fast, reliable connection of pneumatic tubing in industrial 
automation and air line systems. Featuring corrosion-resistant materials and integrated sealing, the Advanced range is 
suitable for Nylon and Polyurethane tubing, offering long service life and excellent sealing performance. 

Features 

• Quick & Easy Assembly – Push-to-connect design eliminates the need for tools. 

• 360° Tubing Adjustment – Tubing can be rotated after installation. 

• Nickel-Plated Brass threads – Excellent thread sealing and high resistance to corrosion and contamination. 

• Pre-Coated Threads – Taper threads come with sealant; BSPP (G) threads include NBR O-ring sealing. 

• Wide Compatibility – Suitable for full vacuum up to 10 Bar (150 psi) and -20°C to +70°C applications. 

• Thermoplastic (PBT) Resin body – High mechanical strength, dimensional stability, and chemical resistance. 

Technical Specifications 
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Thread Options 

• Taper Threads: Pre-coated with sealant for immediate use 

• BSPP (G) Threads: Integrated NBR O-ring for leak-free sealing 

Applications 

Pneumatic control systems 
Industrial automation 
Packaging machinery 
Vacuum systems 
General air line systems 
 

Parameter Specification 
Tube Sizes 4mm – 12mm (Optional 14-16mm) 
Thread Sizes M5 to ½ BSP 
Working Pressure 0 – 1.0 MPa (0 – 150 PSI, 0 – 10 Bar) 
Maximum Pressure 1.5 MPa (217 PSI, 15 Bar) 
Vacuum Capability -29.5 in Hg (-100 kPa, -1 Bar) 
Temperature Range -20°C to +70°C (-4°F to +150°F) 

Component Material 
Body  (PBT) Thermoplastic Resin 
Sealing & O Rings NBR (Nitrile Butadiene Rubber) 
Locking Ring POM  
Collet Zinc Alloy 
Clamp Stainless Steel 
Threads Brass nickel plated with seal 


