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Specification Forged Brass body, For Water, Air, Gas, Light 0il etc.

Working Pressure
0.3 ~ bar
CODE (Orifice #21. DC CV

(PIPE) - Seal|COIL E
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10(3%7) 15 2.0
15 (% N 10 2.5
20 (7)) 20 5.2
25(17 25 A 8.5
40 (1) V. 21.0
45 (1%7) 26.0
o 44 7 1£0. UV
50 (27) 31.0

TYPE INDICATION

[TYPE[HCODE|——— ORIFICE |——SEALH COIL #-PLUG

GL —10(3%&") “0:Standard L:#21,

—15(%")
20 G4”)
—25(17) N:NBR—
—32 (147) J:EPDM—
—40 (12") V:FKM —
45 (1%7)
—50(2”)

EXAMPLES

Example 1  GL15-0-N-L-A-P DC12V

TYPE GL15. %”PT. NBR SEAL, Nass #2L COIL.

Example 2  GL50-0-V-L-0-F DC24V

—D:LED
—G:%"NPT
—Y:WIRES

F:FLANGE

NO PLUG. DC12V

TYPE GL50. 2”FLANGE. FKM SEAL, Nass #2L COIL. DIN PLUG. DC24V
m

WE reserve the right to change the specification without notice.



PIPE DIMENSIONS/WEIGHT

SIZE :mm NEW WEIGHT

CODE kg

(PIPE) L i H C D M 49
10(3%7) 0. 48
5077 64 42 81 92 22 - 045
20 G47) 80 51 88 99 28 0.67
25(17) 90 61 | 95.5[106. 5 34 0.92
32 (1%7) 1.93
00%Y 104 76 1119.5(130.5 B B 167
45 (1%7) 3.10
50(27) 122 95 133 | 144 2 84

DIMENSIONED DRAWING OPTION ACCESSORY BRACKET (ONLY FOR %"~1" PIPE)

FLANGE DIMENSIONS/WEIGHT (JIS10K IRON FLANGE)

CODE SIZE: mm NEW WEIGHT

(PTPE) LF| WF| HF| CF kg
95F | 138 125 138 76 3. 92
32F 135 150 5.33
40F | 1°° 140/ 161 ! 1.93
A5F 140/ 168 6.76
s0r | L7° 1551 175 97+ ° 6.93
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