
Media: air – gas - vacuum  
Pressure range: 10 Bar max 

Media temperature: -10C +80°C max 
Ambient temperature: -10°C to +80°C  
Mounting: any position 

 
 

SILENCERS 
 PLASTIC, VIBRATION TYPE, EXHAUST SPEED CONTROL, 

BREATHER VENT, MUFFLER 

TYPE EN, EV, ES, EP, EC & ENB 
Port Symbol Drawing Dimensions Picture 

Part 
Number 

 

Plastic 

  

 

G OD L1 L2 B 

 

  

1/8 1/8 16 7 33 2.2 EN-01  

1/4 1/4 20 8 41 2.2 EN-02  

3/8 3/8 24 10 54.7 2.2 EN-03  

1/2 1/2 24 10 55 2.2 EN-04  

3/4 3/4 48 17 134 2.5 EN-06  

1 1 48 17 134 2.5 EN-08  

Anti Vibration 

 

 

 

G L1 L2 
 

 

  

1/8 1/8 6 21 > 23 12 EV-01  

1/4 1/4 7.5 25.5 > 28 15 EV-02  

3/8 3/8 9 30.5 > 33 19 EV-03  

1/2 1/2 10.5 34.5 > 37.5 22 EV-04  

3/4 3/4 11 45 > 50 27 EV-06  

1 1 14 52 > 57 34 EV-08  

Exhaust with Speed Control 

 

 

 

G L1 L2  

 

  

1/8 1/8 6 36.5 > 43 12 ES-01  

1/4 1/4 7.5 36.5 > 48 14 ES-02  

3/8 3/8 9 45 > 58 17 ES-03  

1/2 1/2 10.5 57 > 74 24 ES-04  

3/4 3/4    ES-06  

1 1    ES-08  

Breather Vent 

 

 

 

G L1 L2  

 

  

M5 M5 4 8 8 EP-M5  

1/8 1/8 6 11.5 12 EP-01  

1/4 1/4 7.5 14 15 EP-02  

3/8 3/8 9 16 19 EP-03  

1/2 1/2 10.5 18 22 EP-04  

3/4 3/4 12 20 27 EP-06  

1 1 14 23 36 EP-08  

Muffler 

 

 

 

G L1 L2  

 

  

M5 M5 4 17.5 8 EC-M5  

1/8 1/8 6 23.5 12 EC-01  

1/4 1/4 7.5 30 15 EC-02  

3/8 3/8 9 38.3 19 EC-03  

1/2 1/2 10.5 44.5 22 EC-04  

3/4 3/4 11 55 27 EC-06  

1 1 14 70 36 EC-08  

11/4 11/4 15 78 46 EC-12  

11/2 11/2 15 83 52 EC-14  

2 2    EC-20  

Sponge Plastic 

 

 

 

OD L1 L2 B 1 2 

 

  

M5       ENB-M5  

1/8 16 6.5 40 0.9 14 8 ENB-01  

1/4 21 10 65.7 1.3 18 12 ENB-02  

3/8 25 12.5 84.5 1.3 22 14 ENB-03  

1/2 30 14 94 1.5 26 19 ENB-04  

3/4 45 16 103  33  ENB-06  

1 45 17 101  33  ENB-08  

OPTIONS 

NPT Thread (N)  
 


